Zatrévnend plocha

Rigol
Katastralne Gzemie LAB
Nazov ulice a druh povrchu H Miestna komunikécia | Chodnik | Miestna komunikacia
Dizka Gseku [m] 880 | 896 | 1024 | 958 | 316 3027 3428 3152 | 3.0 | i | 301 3556 19.21 18.04 49.36
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Hibka vkopu [m] R 2 B 8§ 3 g 2 7 2 3 2 3 2 g 2 z
Kota dna sfoky ma.nl : 8§ § E 2 5 E E e g 2 5 2 3
Kota terénu [m.n.m] 131.00 s 2 2 = § = = g = = g § 2 s 3 2
POROVNAVACIA ROVINA L R ] | |
Stanitenie [km] - g E % B é s 8 z Tz § a % - § 0.37571
.000 0.1 0.2 0.5
Sklon [0/00] - d(Zka [m] 5-68.74 | 83-30.27 | 53-34.28 | 57264 | so-mas | 956-30.1% | 12.9-3556 IR 8.9-49.36
Profil [mm] - d(zka [m] - material 03-375.71-PVC
Kapacitny prietok [1/s]-rjchlost [m/s] 934-133 | 89.1-126 | T13-101 | 69.2-0.98 | msts | 9%.0-136 | 111.7-158 | om0t | e92098 | 926-131

POZNAMKA:

EXISTUJOCE INZINIERSKE SIETE SU ZAKRESLENE LEN ORIENTACNE. PRED ZACATIM VYKOPOVYCH PRAC JE POTREBNE
ZABEZPECIT VYTYCENIE VSETKYCH EXISTUJUCICH INZINIERSKYCH SIETI NACHADZAJUCICH SA V DOTKNUTOM UZEMI,
OVERIT ICH HLBKU A TO NAJMA V MIESTACH KRIZOVANIA! BEZ VYTYCENIA VSETKYCH PODZEMNYCH SIETT NIE JE MOZNE
ZACAT S VYKOPOVYMI PRACAMI. V MIESTE KRIZOVANIA PODZEMNYCH VEDENT BUDE POUZITY RUCNY VYKOP.
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